
288mm

288mm

Module size ：288*288mm
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Product Information

IP65 Waterproof Rating/Easy Maintenance

Good waterproof effect, with IP65 protection 
level, suitable for outdoor rental use.

The magnetic module structure supports 
front maintenance, Ensuring that the module 
and the cabinet are tightly fitted, And 
maintenance is more convenient.

Installation Method

High-precision die-casting aluminum cabinet, 
seamless unit cabinet, new structural design, 
suitable for hoisting, stacking, and perfect 
solution for outdoor use.

Handle

Fast Lock Base

Power Box

Test Button 
Indicator

Protective 
Corner

crtop-z

 Power Socket
Network Cable Socket

Mod Handle

Fast lock 

Handle

SHENZHEN CRTOP CO., LTD.  

Rental LED ScreenRental LED ScreenRental LED Screen

Cabinet size：576*576*94mm Weight:7.8kg



 Technical parameter：( T=25℃)(Indoor)

White Balance Brightness
Color Temperature
Horizontal Viewing Angle
Vertical Viewing Angle
Optimal Viewing Distance 
Contrast

800-1000cd/㎡
2000K—12500K
≥160°
≥140°
≥4meters
≥5000:1
12-14Bit
≥3840HZ
≥72H
100，000 H
IP20
DC 4.2-5V
700W/㎡
260W/㎡

800-1000cd/㎡
2000K—12500K
≥160°
≥140°
≥4meters
≥5000:1
12-14Bit
≥3840HZ
≥72H
100，000 H
IP20
DC 4.2-5V
700W/㎡
260W/㎡

800-1000cd/㎡
2000K—12500K
≥160°
≥140°
≥4meters
≥5000:1
12-14Bit
≥3840HZ
≥72H
100，000 H
IP20
DC 4.2-5V
700W/㎡
260W/㎡

Pixel Pitch 
Pixel Structure
Pixel Density 
Module Resolution
Module Size（WXH）

2.88mm
3IN1 SMD
120563/㎡
75X75 dots
100mm x 100mm

3.8mm
3IN1 SMD
67817/㎡
75X75 dots
288mm x 288mm

Grayscale
Refresh Rate
Continuous Working Time
Life Span

Operating Voltage
Maximum Power Consumption
Average Power Consumption

4.8mm
3IN1 SMD
43402/㎡
60X60 dots
288mm x 288mm

6.2mm
3IN1 SMD
26014/㎡
46X46 dots
288mm x 288mm

White Balance Brightness
Color Temperature
Horizontal Viewing Angle
Vertical Viewing Angle
Optimal Viewing Distance 
Contrast

Pixel Pitch 
Pixel Structure
Pixel Density 
Module Resolution
Module Size（WXH）

3.8mm
3IN1 SMD
67817/㎡
75X75 dots
288mm x 288mm

Grayscale
Refresh Rate
Continuous Working Time
Life Span

Operating Voltage
Maximum Power Consumption
Average Power Consumption

≥5000cd/㎡
2000K—12500K
≥160°
≥140°
≥5 meters
≥5000:1
12-14Bit

≥72H
100，000 H

DC 4.2-5V
850W/㎡
300W/㎡

≥3840HZ

 Technical parameter：( T=25℃)(Outdoor)

Typical Applications

Protection Class IP65

≥5000cd/㎡
2000K—12500K
≥160°
≥140°
≥5 meters
≥5000:1

4.8mm
3IN1 SMD
43402/㎡
60X60 dots
288mm x 288mm

12-14Bit

≥72H
100，000 H

DC 4.2-5V
850W/㎡
300W/㎡

≥3840HZ

IP65

≥5000cd/㎡
2000K—12500K
≥160°
≥140°
≥5 meters
≥5000:1
12-14Bit

≥72H
100，000 H

DC 4.2-5V
850W/㎡
300W/㎡

≥3840HZ

IP65

Protection Class

Tel (INT):  86-0755 8219 7586
Add.: 1001, Building 1, Guole Technology Park, No. 1 
Lirong  Road,Longhua District, Shenzhen, Guangdong, China

Website (INT):  www.crtop-led.com

SHENZHEN CRTOP CO., LTD.  


