
High Reliability
Adopt �ip chip COB encapsulate,waterproof,
shockproof and dustproof.

16 bit gray scale,1000nit  brightness,HDR supported

Low thermal resistance, good heat dissipation, longer chip
life moisture-proof, anti-collision, waterproof and scrubable,
seemless splice and high �atness.
Ultra-high contrast, the picture is more delicate and layered.
Flip-chip structure improves luminous e�ciency.

Wireless �ip chip COB is resistant to higher current, also the welding area is 6 times bigger than 
conventional COB and brings highher reliability.100% light e�ciency gives 1000nit peak brightness.
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Image Enhancement

IP56  waterproof

Higher Stability and Reliability 
Higher pixel density
Higher Contrast Ratio
Excellent Thermal Management
Wider View Angle without Color Shift
Lower Heat Generation

Flip-chip COB
flip chip cob/fixed installation
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Typical Applications

Monitoring, command and control centre

Church

 Technical parameter：( T=25℃)

Basic Parameter 

Optical Parameter

Process Performance

Usage Parameter

Single Point Brightness
Chroma Correction
White Balance Brightness 
Color Temperature
Horizontal Viewing Angle 
Vertical Viewing Angle 
Optimal Viewing Distance 
Brightness Uniformity
Contrast Ratio

Pixel Pitch 
Pixel Structure
Pixel Density 
Module Resolution（WXH）
Module Size（WXH）

Signal Processing Bits
Gray Scale
Control Distance
Drive Mode
Frame Rate
Refresh Rate
Way To Control
Brightness Adjustment Range 

Continuous Operation Time
Life Span
IP Rating 
Operating Temperature
Operating Humidity
Storage Temperature

Electrical Parameter

Operating Voltage
Power Requirements
Maximum Power Consumption
Average Power Consumption

support
support
≥600cd/㎡
2000-12500K Adjustable
≥160°
≥160°
≥1 m
≥97%
≥5000:1

0.9375mm
Full Flip COB 1R1G1B
1,137,777/m2

160*180 dots
150*168.75mm

16 bits*3
12-16Bit
Cable: 100 m,Optical Fiber: 10km
constant current source driver 
≥50/60HZ
≥3840HZ
Synchronize
0-100Stepless Adjustmen

≥72Hours
>50,000Hours
Lamp face IP65/back IP20
-20 ℃ to 50 ℃
10 %- 80% RH No Condensation
-20 ℃ to 60 ℃

support
support
≥600cd/㎡
2000-12500K Adjustable
≥160°
≥160°
≥1 m
≥97%
≥5000:1

16 bits*3
12-16Bit
Cable: 100 m,Optical Fiber: 10km
constant current source driver 
≥50/60HZ
≥3840HZ
Synchronize
0-100Stepless Adjustmen

≥72Hours
>50,000Hours
Lamp face IP65/back IP20
-20 ℃ to 50 ℃
10 %- 80% RH No Condensation
-20 ℃ to 60 ℃

D C 4.2-5V
AC：100-240V/200-240V
300W/㎡
100W/㎡

1.25mm
Full Flip COB 1R1G1B
640000/m2

120*135 dots
150*168.75mm

D C 4.2-5V
AC：100-240V/200-240V
300W/㎡
100W/㎡

support
support
≥600cd/㎡
2000-12500K Adjustable
≥160°
≥160°
≥1 m
≥97%
≥10000:1

16 bits*3
12-16Bit
Cable: 100 m,Optical Fiber: 10km
constant current source driver 
≥50/60HZ
≥3840HZ
Synchronize
0-100Stepless Adjustmen

≥72Hours
>100,000Hours
Lamp face IP65/back IP20
-20 ℃ to 50 ℃
10 %- 80% RH No Condensation
-20 ℃ to 60 ℃

1.5625mm
1R1G1B
409600/m2

108*96dots
150*168.75mm

D C 4.2-5V
AC：100-240V/200-240V
350W/㎡
130W/㎡

Tel (INT):  86-0755 8219 7586
Add.: 1001, Building 1, Guole Technology 
Park, No. 1 Lirong Road,Longhua District, Shenzhen, Guangdong, China
Website (INT):  www.crtop-led.com
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